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Water Heater Assembly —Model G6-10B
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Part No

92656
92609
91961
92698
921969
92787
92888
93726
93727
91976
91985
92741
92616
92726
92755
92758

92456
02250

Description

Retlief valve — 1/27 fitting
Cam-loc fastener

Inner tank only

Drain valve — petcock type
Flue box assembly

Exhaust grille

Gas inlet tube

Thermostat — Robertshaw
Thermostat — ITT

Main burner and air adjustment, sleeve ass’y,
Main burner orifice

Main burner orifice elbow
Safety pilot assembly

Acvess cover

Spark ignitor bracket

Spark ignitor

Mounting screw

Hexnut — main burner attachment
Screw - air adjusiment

Screw — safety pilot attachment
Compression fitting

Gasket, vinyl fToam tape
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Checking, Removal,
Replacement and Maintenance [Ref. Fig. 1)

Water Heater Removal and Replacement

L. Shut off water supply and open hot water faucets.

2. Open drain valve on water heater tank and drain completely.

3. After tank is drained, disconnect inlet and outlet waler lines,
These are located inside trailer by opening cabinet door. With a
wrench, loosen the two flare nuls connecting these lines to the
tank.

4. Shut off gas supply and disconnect gas lines, both at contral valve
of water heater and shut-off valve under trailer. Remove gas line
completely.

5 Drill pop rivets from rub rail along bottom of water heater using a
Nu, 30 drill bit. Drill to gain access to Phillips screws in bottom of

water heater fMange.

6. Remove screws along heater mounting Mange, fop, bottom and
buth sides.

7. Heater is now ready for removal and can be moved from trailer
body. Sealers used to prevent rain leaking around installation
Mange may bind heater to body of trailer. With a putty knife or
screwdriver, carefully pry heater loose,

8. [Install by reversing above steps. Before pushing heater into place,
remove all the old gasket from the flange and replace with new
gasket material.

9. When installing gas line, be careful not to gel any dirt into line
when pushing throngh the underbelly.

10.  Check all gas connects for leaks, using soapy water.
Thermostat Removal and Replacement

1. Shut off water supply.

2. Open water heater drain valve. Open hot water faucets.

3. Shut off gas valve,

4. Disconnect gas (Ttem No. 7) at thermostat control valve,

§. Disconnect pilot gas line and thermocouple lead (Item No. 12), at
thermostat control valve.

6. Using thermostat wrench remove thermostat.
7. Replace by reversing above procedure.

Main Bumer and/or Orifice
Removal and Replacement

1. Remove hexnut ([tem No. 17).

2. Remove main burner assembly and Rint lighter.
3. Remaove main burner orifice.

4. Clean with alcohol and compressed air or replace.

5. Replace by reversing above procedure.

Main Bumer Alr Adjustment
1. Loosen screw (Item No. 18).
2. Slide air adjustment sleeve to gain proper air adjustment. (Primary

air should be adjusted so that slight yellow streaks may be seen in
the flame, This flame should have slightly forceful noise,)

Themocouple and Pllot Assembly
Removal and Replacement

1. Remove main burncr asscmbly.

2. Remove pilot line and thermocouple lead at thermostat control
valve.

3. Remove screw {ltem No. 19).

4. Replace by reversing above procedure. The thermacouple nut
should be started and turned all the way in by hand. An additional
quarter turn with a small (4"} wreach will then be sufficient to
seal the lock washer. CAUTION: Overtightening may cause
damage fo the thermocouple or magnet and is unnecessary.

Spark Ignitor Removal and Replacement

Tnstallation Instructions

L. Remove hexnut (Item No. 17) from main burner assembly.

T

2. Locate ignitor and bracket so that small offset in bracket aligns
with edge of combustion tube. Curved cut-away at bottem of
bracket should rest against top right of burner tube.

3. Replace hexnut (Item No. 17) throvgh ignitor bracket and burner -
bracket. It should not touch main burner tube when ignitor is
pressed in for vse,

NOTE: Brass flint holder tube should be to right of bracket and
should not teuch main burner tube when ignitor is pressed in for use.

Flint Replacement (Use standard cigarette lighter flint.)

1. Loosen hexnut (Ttem No. 17) on barrel of ignitor and pull back
toward knob. Slide it to the right and remove.

2. Remove flint screw (ltem 22, Fig. 2). CAUTION - there is a
small spring (Item 23) under this screw which may pop out when
screw is removed.

3. Insert new flint, replace spring, replace screw until fMlush with end.
Wheel may turn hard the first few times used until flint is shaped
to spark wheel.

4. Replace by reversing step I,
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