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Front End Shell Assembly

Fig. 1
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Front End Shell Assembly

No,  Part No.

| 101136
2 100031
3 101141
4 101137
5 371141

370026
3 101309
7 101139
8 101317
9 101314
10 101386
11 101314
12 101142
13 385260

385069
14 350002
15 101138
16 iT1146

370025
17 371142

370027
18 101140

Description

Skin, end segment - front no. 10

Rib, front shell

Skin, end segment - front no. 21

Skin, end segment - front no. 11

Window, corner, front left assembly (C.S., double pane)
Window, corner, front left assembly (C.5., single pane)
Underbelly wrap - front no. 16 (C.5.) 15 (R.5.)

Skin, end segment - front no. 13

Front, window frame

Brace, vertical front

Skin, front lower 317 x 454" x 050

Vertical brace, front

Skin, end segment - front no, 22

“AIRSTREAM" letters - Excella

CAIRSTREAM™ letters - Airstream

Palnut (‘Airstream’ letters)

Skin, end segment - [ront no, 12

Front window, double pane

Front window, single pane

Window, corner, front right assembly (R.S., double pane)
Window, corner, front right assembly (R.S., single pane)
Skin, end segment - front no. 14

Rear End Shell Assembly
{Center Bath)

Rear End Shell Assembly
(Rear Bath)




]

Lnear End Shell Assembly

No Part No

| 101144

2 101143

3 101 148

4 v 101145

| s 371147
| 171186
[} 101201
500256

\ S00500
[ 7 101200
l S00255
SOS00

8 v 101146
Lo 01307
| 10} 101311
1" 100681
922071

922186

' 100620
V12 385260
IR5069

13 350002
[ 14 101310
j 15 101384
16 10003 1
17 101144

y 18 101147
[19 101315
b 20 100034
21 101162
22 101161

Description

Segment - no. 20
Segment - no.
Scgment - no.
Segment - no.
Rear window assembly. double pane

Rear window assembly, single pane

Taillight assembly, roadside (Excella. Calil.)

Taillight assembly, roadside (Excella, Ohio)

Taillight assembly, roadside (Airstream)

Taillight assembly. curbside (Excella. Calif.)

[aillight assembly, curbside (Excella, Ohio)

laillight assembly, curbside (Adrstream)

Segment - no. 4

Rear underbelly wrap (no. 6 C.S. no. 7 RS,

Brace, vertical left

Rear service door assembly (Ohio)( Rear Bath, all)

Rear service door assembly (Calif) (Rear Bath, Excella)
Rear access door assembly (Calif)(Center Bath, Excella)
Rear access door assembly (Ohio)(Center Bath, Excella)
“AIRSTREAM™ letters - Excella

“AIRSTREAM™ letters - Airstream

Palnut (Airstream letters)

Brace, vertical right

Skin, rear, lower 0327x374: " x 450"

Main bow

Segment - no. 2

Segment - no. 5

Vertical brace

*2" bar (honzontal frame member)

Rib, horizontal upper

Rib. horizontal lower

9

o

End Shell Segment Replacement

Fig. 4

End Shell Segment Removal and Replacement

1. Using a No. 30 drill aireraft type 135% split point), remaove the rivels
from all the seam lines of the damaged segment. {See side and roof
panel removal step No, 1, regarding rivet removal).

t

. After all rivets have been removed from the damaged segment, it may
be necessary (o use a putty knile to loosen the seams, due to caulking
which is applied at the time of manufacture. This is also necessary at
window areas and al seams, where curved segments and side and roof
sheets meet. (Be careful not to scrateh or damage surrounding
segments or panels when prying loose)

Alter all seams are loose, segment can now be removed.

4=

. After damaged segment is removed from trailer, it will be necessary tn
use it as a pattern for cut-out or trim areas,

wn

I segment is dented, use a hammer to partially straighten. Tape all
edges with masking tape to keep damaged segment from scratching
new segment when using it as a pattern,

-

. Place new segment on a flat surface with the stamped number on
exterior facing you,

-

Overlay the damaged panel on the new segment, being very careful not
to scratch or damage new segment, Make sure damaged segment is in
correct position. with top and bottom corresponding with new
segment. Once correct position is oblained. use a grease pencil to mark
the ends and cul out areas.

K. After segment is marked, trim new segment, where marked, with a pair
ol metal snips.
9. Segment is now ready for lay-up (see Fig, No. 4), Before laying-up,

apply a strip of furnace tape to top edge of new segment. Also place a
strip of tape on the top edge of remaining lower segment which the
new segment will overlay . This is to prevent scratching.

=

. Place segment in position and fit top corner under sheet which will
overlay new segment. Yery carcfully slide new segment under roof or
side sheets . .. depending on area in which you are installing.

. After panel is started under roof or side sheets, work bottom end

under window seam or front parts, depending on which segment is
being replaced. Once segment is started at both ends and at top, it can
now be litted into proper position,

Tt

. Once segment is fitted to proper position it can be drilled to be held in
place with wedge-lock fasteners. Start in middle of top of new
segment, use a No. 30 bit and very carefully drill through every fourth
existing hole. Use a sharp drill and allow drill to feed itself through the
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